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Specifications;  

Syringe for Contrast Media Injection 

Capacity  : 100 ml / 200 ml 

Volume : 0 ml to max. Syringe capacity in 1 ml increments 

 

Syringe for Saline Injection 

Capacity : 100 ml / 200 ml 

Volume : 0 ml to max. Syringe capacity in 1 ml increments 

 

Flow Rate  : 0.1 to 10 ml/sec in 0.1 ml/sec increments 

Pressure Limits : Factory sets 300 psi 

Delay Time  : 0 to 600 sec. 

Auto-fill Load Rate : 8 ml / sec 

Injection Capabilities: 1 to 6 phases 

Storage Capabilities : 100 protocols 

Test injection  : 3 ml in 1 ml / s 

Pause Phase  : 0 sec. to 999 sec. in 1 sec. increments 

KVO   : Programmable 0.1ml pulsed every from 10 sec. to 60 sec. in 10 sec. increments 

 

Injector Arm and Pedestal 
Dimension : 121 cm (L) - 58 cm (W) - 51 cm (H) 

Weight : 25 Kg 

 

Color Touch Screen 
Dimension : 34 cm (L) - 25cm (W) - 7.5 cm (H) 

Weight : 3.2 Kg 

 

Electrical Requirements: 198-242 V AC 50/60 Hz 
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